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SDLAUY

TAILOR MADE VACUUMS

BE SMART. BE FAST.

Komnaunsa DU-PUY paspabarsiBaeT 1 IpOM3BOAUT IbIIECOCHI It cOOpa U pasjeieHus Macel U CTPYKKM ¢ 1964 ropa.
DU-PUY - 3T0 MOCTOSAHHbBIE MHHOBAIINY, 6/1ar0flapsA KOHTAKTY C KIVMEHTaMU, C IIe/IbI0 TIPEIIOKUTDh BAKYYMHbIE pellleH
B 00/1aCTV MAIIVTHOCTPOEHMA ¥ MEXaHN4eCKOil 06paboTKu.

DU-PUY ¢ roppocrsio npeacrasnser obnosnennyio muneiiky Oil and Chips!
Haura nens? Guenatsb Baire nponssozncTBo 6esomnacHee, uniie 1 3 pdexTrBHEe B JONTOCPOUHOI EPCIIEKTHBE.

DU-PUY has been designing and manufacturing vacuuming solutions for the suction and separation of oil and metal shavings
since 1964. Our history is about constant innovation, thanks to ongoing contact maintained with customers, with the purpose to offer
vacuum solutions in response to needs in the mechanical and engineering fields.

DU-PUY is very proud to present a completely renewed Oil & Chips range.

Our ambition? Make your work environment safe and efficient in a lasting way.



&IL& CHIPS

Hosas nuuerika Oil & Chips paspaboTaHa B COOTBETCTBUM C YCIOBMAMM U IIOTPEOHOCTAMM YOOPKM U 0OCTY>KMBaHUA
060py/I0BaHMA Ha COBPEMEHHBIX IMpPeJIPUATIAX. B MHeVKe MMEITCA pa3miMdHble MOJIENN, KaK OfHO(MAa3HbIX, TaK U
Tpex¢asHbIX IbIIECOCOB, MOLIHOCTBIO OT 1 mo 12,5 kBT, ¢ eMKOCTAMU 1A Macel U MeTa/UINYeCKOil CTPYXKK! oT 60
10 450 nTpOB.

The new Oil & Chips family has been designed in answer to needs for maintenance and cleaning in today’s modern mechanical
workshops. A large variety of models are available, both single and three phase, ranging in power from 1to 12,5 kW with containment
capacities for liquids and solids from 60 to 450 liters.

Mopynbaoctb / Modularity

’ HIvpoxuit MOREIbHBIIL PSIA C ZOMOTHUTEIbHBIMY OIILMSIMY TI03BOJISIET BBIOPATh PelleHe B
COOTBETCTBUM C YC/IOBYUSAMM 9KCIUIYaTALIMM U IOTPEOHOCTAMM K/IMEHTa, I03BO/IAA 130€XXaTh BEIOOpa
CBEPX3aTPaTHOTO WK He 3 PEeKTUBHOTO 000PYLOBaHNUA.

The wide choice of models allows to choose the ideal product according to customers’ actual application
requirements thus avoiding the selection of underdimensioned products, which leads to dissatisfaction, or the
selection of overdimensioned units with high costs.

Yucrora n besonacuocrs / Cleaning & Safety

Brnaropaps nbitecocam DU-PUY o6opynoBaHme u pabodne MecTa OCTalOTCS YUCTBIMY, 0OOecrednBast
3P PeKTBHOCTD ¥ IPOU3BOAUTETBHOCTb 000PYOBaHNMA 1 TIEPCOHANA, M30eras OIacHOrO CKOIUIEHNUA
MaTepuaia Ha 1oy (Macya, CTPYXKKM ¥ APYTHX OTXO/IOB), YTO B/IMAET Ha YPOBEHb 0€30IIaCHOCTY Ha
pabodem Mmecre.

Thanks to our vacuums, machines and workplace are kept efficient and clean, enabling maximum productivity of
workers and machine tools and avoiding dangerous build-up of material on the floor (oil, chips and other waste
products) effecting safety levels in the workplace.

OKOHOMIYHOCTD / Money Saving

O6cmyxuBaeMoe 000pyfOBaHMe, VIMEET MEHBIINII PUCK IIOMOMKH, obecreurBaeT 6ojee BBICOKYIO
IPOVM3BOJAUTENIBHOCTb U 3P PeKTUBHOCTD. [IbImecocsl ms cbopa u paspenenus crpyxku DU-PUY
HO3BOJIAIOT OBICTPO ¥ aKKYpaTHO OYMINATh pe3epByaphbl JyId CTAHKOB IPOJAJIEBAsA CPOK CIy>KObI
OX/TXKIAIOLINX KUKOCTelL. Bee aT0 060paumBaeTcs sSKOHOMMEN BpeMeHY, pacXO/IHbIX MaTepyanos I,
KOHEYHO )Ke, JIeHeT.

Machines which are well maintained have lower break-down risk, give good productivity and are high in efficiency.
Our chip collection and separation systems further allow very accurate cleaning of machine tool tanks, avoiding
proliferation of bacteria and lengthening the lifespan of coolants. This all turns into savings of time, consumables
and, most certainly, money.

IK0morm9HocTb / Environment

OTBeTcTBeHHOE ObpalleHNe C OTXOIaMM 1 MX 00paboTKa CIIoCOOCTBYIOT OITUMAIbHBIM IPOLieccaM
nepepaboTKM M YTUIM3ALUN, U ABJIAIOTCA BaKHBIM ¥ HEOOXOAVIMBIM IIaTOM Ha ITyTH K OXpaHe
OKpY>KaloIlell CpefIbl.

Responsible waste management and treatment contribute to optimal recycling and discharge processes and are
an important and vital step towards environmental protection.
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4L VAC 60

CaMblil KOMITAKTHBII B JIMHeliKe mpoMbliyteHHbIX mbitecoco "Oil and Chps". HagesxHblit
MOOVUIBHBIN TPOMBILIUIEHHBIN IIbIIECOC A cOopa M pasfeneHns XUAKOCTel M TBEPAbIX
BEILIECTB, HAIIpUMep, [y OT/le/IeHNA MEeTa/JINYeCKOil CTPYKKI OT BOZbI, Macesl, CMa304HO-
OXJTK/IAIOLIMX SMY/IbCUI, YCTAHOBJIEHHDIN Ha CTAJIbHOM TeNleXKe € 4-MA MaCIOCTOMKUMU
KomecamMy (2-Ms ITOBTOPHBIMM, OJHO M3 KOTOPBIX OCHAIleHO Topmo3oM). A ymobcTpa
BpIrpy3ky koHTeiiHep OilVac 60, M3roToBIeHHBINI U3 Hep)KaBelolleil CTamy, OCHAIlleH
MEXaHM3MOM HakjoHa Ha 90°, M3B/Ie€KaeMOJ KOP3MHON I CTPY>KKM U KJIaIlaHOM [/
C/IVBA XUTKOCTM.

An extremely sturdy, single phase vacuum unit built in steel and finished with epoxy powder
paint. Compact and easy to manage thanks to a carriage with 4 caster wheels (2 pivoting and 1 with
brakes), the container can be tipped 90° thanks to the carriage’s exclusive design. The vacuum unit is
standard-equipped with a sieve basket for the separation of chips as well as a practical oil discharge

valve.

MouHblit 6aiilacHbIl MOTOP
cmmmm e m o o Doverful by pass moted]
[TonunponuneHoBbIN
NIpeJOXPaHNTE/IbHBIN
¢unbTp
PPL filter for engine
- = = = SN o
[TpemoxpanuTenbHOE
HOIITIAaBKOBOE YCTPOJICTBO
|Safety floating device

VsBnekaeMas Kop3uHa
st cbopa CTPYKKI
Extractable steel sieve

grid for metal chips

Cucrema OmpakuIbIBaHUS
KOHTeIHEpa 4
Tilting system Ve

(R ——

[IpouHas cranbHas |
KOHCTPYKIIVSA .
Sturdy painted steell IDischarge valve

ICJII/IBHOI?[ KJIallaH
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Mogens| Models OILVAC 60
w Hanpskenue | Voltage B 230
£ MouHocTb | Power BT 1100
[Owuratens | Motor type By-pass
w0 [ee]
@ ~
=2 &) MakKc. paspexeHue mm. H,0 2400
[E= ] Water lift max.

Makc. BO3AyIIHBIA NOTOK m3/H 180
Air Flow max.

] — Mnowagab ¢punbTpa cm? 2.000
Filter surface

J.@ Tun ¢unbTpa @ Mewwok 400

i Filter type @
dddekTmBHOCTb dUAbTPa 100 MUKpPOH
555 Filter efficiency

KoHTeliHep It. 65
Liquids capacity
Kop3unHa ans cTpyxku It. 10

Capacita solidi

Bcacbisatowmii natpy6ok @ mm. 40
Suction inlet @

632




‘ILVAC 100 1OOPump

[TpouHsbIil M HafeXXHBII OfHO(MA3HBI IPOMBILUICHHBIVI IBUIECOC C 2-Ms He3aBUCUMBIMU
TypOMHAMM, M3TOTOBIEHHBIN U3 CTaIM ¥ IOKPBITHIN MOPOLIKOBOM KpackKoit. KoMIakTHBbI,
IIPOCTON U YHUBEPCA/IbHbIN, OH MOAXOANUT /I OOCTY>KMBAHUA Y OYMCTKY OOOPYHOBAHVA U
pabounx MecT, 6/1arofjapsi BMECTUTEIbBHOMY KOHTEIHEpY AL SKUAKOCTI U OOJIbIION KOP3JHe
Wi crpyXky. ONIMOHAIPHO MOXeT ObITh OCHAIEH JOIOTHUTEIbHBIM (PUIBTPOM TOHKOI
GWIBTpALUY CTPYXXKY ¥ HACOCOM LA TTepeKadKy SKUAKOCTIL.

An extremely sturdy, single phase vacuum with two independent turbines built in steel and finished
with epoxy powder paint. Compact, easy to manage and extremely versatile it is the most complete
product in its category. Suitable for maintenance and cleaning of small and medium sized machine tools
thanks to its liquids containment capacity as well as its ample containment basket for solid material. A
liquid transfer pump is available upon request as well as a secondary, fine filtration stage.

C/IMBHOJ IIUIAHT € KTalTaHOM
(B Bepcut PUMP)

Discharge lance (comes with

2 MOULIHBIX OaiIaCHBIX TypPOVHBI

the optional pump)

2 powerful by-pass motors

-

[TonunponnneHoBsI GUIbTP
300 mukpoH (B Bepcuu PUMP)
300 Micron PPL filter (on pump
model)

MsBnekaeMas KOp3nHa
111 cOopa CTPY>KKMI

Hacoc 151 mepekavku >KUgKOCTI ¢ Extractable steel sieve gri

addexTusHOCTBIO 100 71/MUH U AN for metal chips
aBTOMATUYECKUM OTK/TIOueHneM (B
sepcuy PUMP) DJIEKTPOMeXaHNIeCKIii

100 It/min independent pump TATYUK YPOBHA IS

(on pump model) with automatic aBTOMATUYECKON

OCTAaHOBKW BCaCbIBaHIA

pump stop system

\ Electro-mechanical level for

\ automatic suction stop

CnuBHOM KIamaH
Discharge valve

1
1
1 -
1
1
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Mogenb | Models

Tensione | Voltage

Potenza | Power

Tipo motore
Motor type

Depressione max.
Water lift max.

Portata d’aria max
Air Flow max.

Superficie filtrante
Filter surface

Tipo di filtro @
Filter type @

Efficienza del filtro
Filter efficiency

Efficienza filtro
secondario trucioli
Efficiency of secondary
chips filtration

Portata pompa
Pump flow rate
Capacita liquidi
Liquids capacity

Capacita solidi
Solids capacity

Capienza Solidi secondo
cestello trucioli
Solids capacity 2nd grid

Bocchettone @
Suction inlet @

OILVAC 100
Vv 230
w 2x1100
By-pass
mm. H,0 2400
m3/H 360
cm? 1200
Protezione PPL
motori/motor
protection
100 micron
Filtrazione Optional
fine/Fine
filtration
It/min _
It 90
It 30
It 10
mm 50

OILVAC 100 PUMP

230

2x1100

By-pass

2400

360

1200

PPL

100 micron

PPL 300 micron

100




&Il VAC 2001200 T

MouIHbII TPOMBIIUIEHHBINI MBUIECOC [JIA OYMCTKY TEXHOJIOTMYECKOTO O000pyHOBaHNA
U TIPOU3BOACTBEHHBIX MECT OT )XMIKOCTEIl C TBEPABIMM BelleCTBaMM, cOOpa M OT/eIeHMA
CMa304YHO-OXTAKIAIOIINX KUIKOCTEl OT CTPY)KKM M BO3Bpara €€ B TEXHOJOTMYEeCKMIl
mpolecc.

OcHauleH 3-Ms He3aBUCHMBIMM OFHO(]A3HBIMM OalilacHBIMM TypOMHAMM WIV BUXPEBBIM
HACOCOM, /I HEIIPEPBIBHOI pabOTHI.

A powerful bucket vacuum system consistent with Du-Puy’s historic manufacturing tradition.
Refurbished in function and design by our designers, it is equipped with 3 independent turbines or, in
the three phase version, with a side channel blower. Suitable for maintenance and cleaning of

medium and large sized machine tools thanks to its large liquid and solids containment capacity.

OmnimoHanbHo 3 oHOhasHbIX
TPeXCTYIeHYaThIX OAIIIaCHBIX TYPOVHBI
wu Tpex¢asHbIil BUXPEBOI HACOC
Optional three phase by-pass motor or three-
phase motor

S , . — — Iy

I'mppo-onedobHbIit puabTp \
IO/eo-hydrophobic star filter )

ik §

3 MOILIHBIX 6ailIIaCHBIX TYPOMHBI
|3 powerful by-pass motors

-

[TonunponmneHoBbIi GpuabTp
TOHKOJ (PUIbTPALINY CTPY>KKM
300 micron PPL filter for

second filtration

IIInaHr aj1s nepexavkn
SKUIKOCTA
Discharge lance

Bonpias nssnexkaemas

KOP3UHA JJIS CTPYXKKI
Extractable high capacity
sieve grid basket for metal

\ chips

ITpemoxpannurenbHOE
IIOIIZITABKOBOE YCTPOJICTBO I
|Scfety floating device I

Macocroiikue Koeca + IpOYLIVHBI /ISl BUIIOYHOTO
HOTPy34nKa
Non-marking wheels + integrated forklift compatible system



admin
Записка
Marked установлено admin

admin
Записка
Marked установлено admin

admin
Записка
Marked установлено admin


1291

Modelli | Models OILVAC 200 OILVAC 200 T
Tensione | Voltage Volt 230 400
Potenza | Power W/kW 3X1100 3 kW
n § |
~ Tipo motore | Motor type Single phase Three phase
_ Depressione max. mm. H,0 2400 3200
= | Water lift max.
i | A -
o Portata d’aria max m3/H 540 350
Air Flow max.
Superficie filtrante cm? 14.000 14.000
615 ;
e Filter surface
Tipo difiltro @ | Star teflon M Star teflon M
_ Filter type (@
Efficienza del filtro 1 micron 1 micron
Filter efficiency
Efficienza filtro secondario Filtrazione 300 micron 300 micron
trucioli | Efficiency of fine|Fine
© secondary chip filtration filtration
& Capacita liquidi It 200 200
Liguids capacity
Solids capacity It. 30 30
Capacita solidi
Capienza Solidi secondo
cestello trucioli It. 10 10
Solids capacity 2nd grid
Bocchettone @ mm. 80 80
615 Suction inlet @

Hesasucumblit Hacoc 300 j1/MuH

Indipendent pump 300It/min |

CIuBHOM KIalaH
Discharge valve



&|L VAC 450|450 DF «btauy

Bepunna muneriku OilVac, o6begunA0mas B 0GHOM ycTpoiicTBe MHOroeTHMIiT onbiT DU-PUY
B 00/1acTV Co3fjaHMA 000PYAOBaHNA [ MeTa/Ioo6padaTbiBaromyx npepnpuaruit. O6opynosan
BUXPEBBIM HaCOCOM MOIIHOCTBIO 4 W 5,5 KBT, HOAXOANT /Isi HEIIPEPBIBHOTO OOCTY>KMBaHMSA
Y OYMCTKM TE€XHOJIOTMYECKOrO 00OPYLOBaHNA U IPOM3BOJCTBEHHBIX MeCT, 6e3 HeoOXOMMOCTI
qacToil BITPY3KU. Ilo 3ampocy mocTymHa BTOpas CTYIEHb TOHKON (WIbTPALM CTPY>KKU C
pereHepupyeMbIMI VU OJHOPA3OBBIMYU (PUIBTPYIOLINMIY 3JIEMEHTAMU C PA3/IMYHON CTENEHbIO
bubTpanym.

IToBOpOTHBII BCachbIBAIOLINIA

65 MUTpOBast BMECTUTEIbHAS narpyoox

KOP3UHA J/I CTPY>KKI Rotative suction inlet

High capacity sieve grid separator e s

for metal chips ’

e s

\ 7
’
\\ P
\
AY
\
\
MexaHn3M HaK/IOHA /IS IETKOM
¥ 06e30I1aCHOI BBITPY3KIL
[TonumponuneHoBbIi Easy and clean discharge tilting|

system for metal chips

¢unbTp 100 MKM
| 100 micron PPL filter

Tonkas puabTpanys
CTPY>KKM (OTIIIVIsA)
Secondary filters with
customizable efficiency

(optional)

IneKTpuyecKas
HaHe/b yIIPpaBIeHNA
Electrical panel for full

machine control

Ilep>xaresnsp HutaHra ’
Hose holder 4

[ ——

CMOTpOBOII TIOK
|Tank inspection door

ITonyraBKOBOE YCTPOVICTBO 1A
aBTOMATUYECKOV OCTAHOBKU
BCAChIBAaHMA U Hacoca s
IepeKaYKy KUTKOCTH

Floating device for automatic

suction stop and pump stop
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The top of the Oil & Chips range! One single unit includes decades of Du-Puy experience in the mechanical
sector and, at the same time, unique and innovative elements - fruits of our incessant work in research and
development in pursuit of continuous improvement. The vacuum unit can be equipped with two different
turbines, 4 or 5,5 kW, and is suitable for maintenance and cleaning of medium and large sized machine tools
or of several machines in succession, without repeatedly emptying the large, liquid containment tank. Upon
request, a secondary fine filtration stage is available (DF version) with reusable or disposable filter elements

in different filtration efficiencies.

700

1575

Ha BbpI160p 2 TpexdasHbIX MOTOPA.
Ouenb XMt 6/1arofapsi ZBOTHOMY
TJTYILVTE/TIO

Choice between 2 three phase motors

Highly silent, dobble silencer

Macnocrorikne Koneca + IpOyIIMHbBI
I BUIIOYHOTO TIOTPY3uMKa
Non-marking wheels + integrated forklift
compatible system

2027

Modelli | Models

Tensione | Voltage

i Potenza | Power

Tipo motore
Motor type

Depressione max.
Water lift max.

b Portata d’aria max
Air Flow max.

Superficie filtrante
Filter surface

Tipo di filtro @
Filter type @

Efficienza del filtro

Filter efficiency

Efficienza filtro
secondario trucioli
Efficiency of secondary
chip filtration

Capacita liquidi
Liquids capacity

Solids capacity
Capacita solidi

Capienza Solidi secondo
cestello trucioli
Solids capacity 2nd grid

Bocchettone @
Suction inlet @

i
bd

TAILOE WADE YACUGMT

Volt
kw

mm. H,0

m3/H

cm?

Filtrazione
fine|Fine
filtration

Uy

OILVAC 450 OILVAC 450 SE
400 400
4 5,5
Side channel Side channel
blower blower
3200 5100
450 320
4000 4000
Bag PPL Bag PPL
100 micron 100 micron
300 micron 50 micron

50 o 100 micron su madello DF
50 o 100 micron on DF model

450 450
65 65
2x15 2x15
80 80

Hesasucumbiit Hacoc 300 i1/MuH

Indipendent pump 300It/min

U i
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CHiP VAC 200 2DLPUY

MOIHBIT TTPOMBIIIIEHHBIN IIBUIECOC, OCHAI[EHHBI 3-Ms HE3aBUCUMBIMU OallIIaCHBIMM
TypOuHamy, A c6opa ¥ HAKOIUIEHMsI OONBIIOTO KOMMYeCTBa CTPYXKM (MOKPOI M CyXOit)
BHYTPM BMECTUTE/IbHOTO HAKJIOHHOTO KOHTellHepa. MaTepuanbl JIETKO BBITPYyXaeTcs
C TIOMOIIBI0 CUCTEMBI «MATKOTO» OIPOKNM/BIBAHMSI KOHTelIHepa, YTO obecrednBaer
3¢ deKTNBHYI0, OBICTPYI0 1 Oe30MacHyl0 paboTy IepcoHana IO OOCTY>KMBAHUIO M OYMCTKe
TEXHO/IOTMYECKOTO 000PYAOBaHNUA 1 IPOU3BOACTBEHHBIX MECT.

A powerful tilting bucket vacuum system consistent with DU-PUY’s historic manufacturing &
tradition. Refurbished in function and design by our designers, it is equipped with 3 independent
turbines. Suitable for treatment of important quantities of chips (wet and dry) which are collected
inside of a large container; material is easily discharged by means of a “soft” tipping system which
allows quick and secure operation.

3 MOLIHBIX 6AJIIaCHBIX TYpOMHBI
3X cTymneH4yarble Bepcuy (OILMOHAIBHO)

3 powerful by-pass motors

|3 stages version in optiona/

1 ]

: OnuyoHanbHO: penerKa s
I OT/IeTIEHNS CTPYXKKU
I Optional: oil and chips separator,
! galvanized steel made

KapmanHbiit puibTp
Polyester star filter

oy

Thieg
VAT Yacuy gy

VnpuKaTop ypoBHA
Level indicator

PyuHas cucrema BCTpsIXVMBaHMs
¢unbrpa

Manual filter cleaning shaker for filter
maximal efficiency

Jlep>xaTtenb akceccyapoB

1
1
1
1
1
1
1
1
1
1
] 1
Accessories holdery
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Modelli | Models CHIPVAC 200

Tensione | Voltage Volt 230
Potenza | Power W 3X1100
Tipo motore By-pass
Motor type

Depressione max. mm. H,0 2400

Water lift max.

Portata d'aria max m3/H 540
Air Flow max.

Superficie filtrante cm? 14.000
Filter surface

Tipo di filtro @ Star L
Filter type @

Efficienza del filtro 3 micron
Filter efficiency

Capacita totale It. 200
Total capacity

Bocchettone @ mm. 80

Suction inlet @

Vuotostato Si [ Yes
Vacuum gauge

3amaTeHTOBaHHAsA CHCTEMa

HaK/IOHa KOHTeltHepa Ha 90°
90° discharge tilting patented system

CIMBHOM KIallaH
Discharge valve

Macnocrorikye Koneca+ IpOyIINHbI
JUIA BUJIOYHOTO MOTPYy34MKa
Non-marking wheels + integrated forklift
compatible system



CHiP VAC 400 B3DLPUY

Py4naa cucrema
BCTpAXMBaHMA QuIbTpa

Manual filter shaker for

filter maximal efficiency

pm————————

INeKTpUdecKas
IIaHe b YIIpaB/IeHNs )
Electrical panel for full

machine control

TTETETTEA

-

Ilep>xaTenp aKkceccyapos
Accessories holder)

CnuBHOM KIamaH
Discharge valve

Bri6op u3 2x Mmoperneii
Tpex(dasHbIX ABUTATE/IEN
Choice between 2 three

phase motors

KapmauHblit puabTp
Polyester star filter

e —————

3amaTeHTOBaHHASA CUCTEMA
«MSATKOTO» OTIPOKV/IBIBAHNSA
KOHTelTHepa J/Is1 ObICTPOIt 1
JIeTKOI1 BBITPY3KI

Easy and clean “soft” discharge
tilting system for metal chips

et B,

2 BapyaHTa TPAHCIIOPTUPOBKY BUIOYHbIM |

I |BHOK BCAaCbIBaHVIA JIETKO OTHOEC/IACTCA
IIOTPY34YMKOM: COBMECTHO U I10 OTI[eTIIJHOCTI/II 1Ha He3aBUCUMOM IIACCU

Trasportable with forklifts in 2 configurations: by YEngine easily removable thanks to the
1

single unit or assembledl

; Iindependent chassis
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Modelli | Models CHIPVAC 400 CHIPVAC 400 HD
9 Tensione | Voltage Volt 400 400
\\E q ﬁ Potenza | Power kW 7,5 12,5
% o
< § Tipo motore | Motor type Side channel Side channel
blower blower
’ Depressione max. mm. H,0 4000 4400
. . Water lift max.
Q ==
A i = = Depressione max. in continuo mm. H,0 2700 2900
Ll = - — | o = . .
m Max. continuous waterlift
R Portata d'aria max mi3/H 700 1100

Air Flow manx.

1040

Superficie filtrante cm? 30.000 30.000
Filter surface

%\ Tipo di filtro @ Star L Star L

\ Filter type @
/‘_ 2 Efficienza del filtro 3 micron 3 micron
Q

o
g Filter efficiency
° Capacita totale It. 400 400
° ol Total capacity
xe}
@ Bocchettone @ mm. 80 80

Suction inlet @

1040

Bepmmna nuueriku ChipVac, o6begunsiomas B ofHoM ycTpoiictBe MHoroneTHmit onbiT DU-PUY B obnmactn cospanus
0060pynoOBaHMs I MeTa/TI000pabaThIBAIOIINX MPEANPUATIIL. ANapaT 000pPyLOBaH BUXPEBBIM HACOCOM MOIHOCTBIO
7,5 wm 12,5 kBT, NOAXORUT /11 HENPEepBIBHOIO OOCTY)XMBAaHUA M OYMCTKY TEXHOIOTMYECKOTO O00O0pyZOBaHMS
U TIPOM3BOACTBEHHBIX MeCT, cOOMpaeT OO/bIIOe KOMMYECTBO CTPY)KKM 33 KOPOTKMIT IIPOMEXYTOK BpeMeHU
0e3 HeoOXOAMMOCTY YacTOVl BBITPY3KM. Ilepes ONpoKubIBaHMEM HAKOIMTE/IBHOTO KOHTE/Hepa IIACCK C BUXPEBBIM
HAaCOCOM MO>KeT OBITb IIPOCTO OTCOEAVHEHO O1arofiapsi CBOe OT/Ae/IbHOI OIIOPHON KOHCTPYKIINN.

Top of the Oil & Chips range! One single unit includes decades of DU-PUY experience in the mechanical sector and, at the same
time, unique and innovative elements - fruits of our incessant work in research and development in pursuit of continuous improvement.
The vacuum unit can be equipped with two different turbines, 7,5 or 12,5 kW which allow collection of large quantities of chips in a
very short time span. The new design permits easy movement of the unit together with its turbine thanks to its caster wheels or by
forklift. Before tipping the bucket vacuum, the turbine can simply be detached thanks to its separate support structure.




DUAUY

TAILOR MADE VACUUMS

000 "CTAHMAKC"

r. Yensbuuck yn. Kypuarosa 65 od. 201
Ten. +7 (351) 277-88-50
info@dupuy.ru

www.dupuy.ru






